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JOB SAFETY ANALYSIS (JSA)

CT-5309

Job Task: Date Last Revised: Directives: Legislative, Regulatory, Policy, Codes Page:
Morning Start_Up Apr|| 17, 2023 ‘l" g ﬁ" < of Practice, SOP, SWP, IRP, RP’s etc. =9l &
Created/Revised by: Approved by: ‘Z’E 2 ; g; Total | Enform IRP 13, AB/BC OH&S Regulations, SOP-
Colin Waterman/Steve o9 q_é_g % g RISk 0001, SOP-0003, SOP-0009
Welzbacher gl 2¢| 8¢ Rating
Il sc| ax Risk Hazard Controls Risk
Task Steps Hazards ] 8|  &| FXCXP) (no controls) S Bl o Sl Potential
(A:B,l) 3. PPE (after controls)
. . i. Slip & fall injury! i E;:gvn?;tof hand and foot

1. Check Engine QII, ii. Hood of vehicle could fall shut 4 2 1 8 A i Check deck surface if hood is A

Compressor Oil injury worker or damaging facing into wind have someone

equipment hold it open.

2. Inspect all belts, hoses,

. i. Possible pinch points, could slip i. Wear proper PPE, take your

tires, and controls. Walk and fall if rushing. 402 |1 8 A time and be diligent A

around entire unit

_ ; i. If oil pressure doesn't come

3. Start-up truck, ensure ol i. Possible equipment damage 4 2 1 8 A up, shut down truck A

pressure comes up immediately and re-evaluate
4. Allow engine, hydraulics, i Enqine damage 4 3 1 12 B i. Allow proper warm up time to A

compressor to warm up - =N J operating temperature

i. Keep out of line of fire!

5. In winter months, blow out i. High pressure release 3 4 1 12 B i. Ensure no personnel are near A

coil before heading to job ii. Ice plug 3 4 1 12 back end of coil unit, use

signage if necessary
; i. Always use a spotter, keep in

6. If required hook onto catch i. Blind spots, back up hazards 2 4 1 8 A constant sight. STOP if you A

tank lose sight of spotter.

(CT) Coiled Tubing Version #1

Risk Rating Scale

A =Low Risk (1 - 8)

B = Medium Risk (9 - 35)
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Y © 2 ] S m
Lx s ax Risk Hazard Controls Risk
Task Steps Hazards T ©C & FXCXP) | (1o controls) L Engineer or Eliminate Potential
(A,B,l) 3. PPE (after controls)

OTHER DETAILS:

SAFETY ITEMS REQUIRED FOR JOB NAMES & SIGNATURES

Gloves X | Work Permit ERP Phone #s JSA/SOP/SWP X
Hard Hat X | First Aid Kit Safe Area Lock/Tag-Out

Safety Glasses X | TDG/WHMIS Fire Extinguisher Ventilation

FR Coveralls X | MSDS SCBA Rubber gloves

Steel Toe Boots X | Fatigue Mngt. High Visibility Tire Chains

Hearing Protection Confined Space Safety Signage Chains/straps

LEL Monitors Fall Protection Warning Alarm Recovery strap

Face Shield Driver License Wind Direction

Apron Permits — Current

Frequency of Exposure (F

3 - At least once per week

Potential Consequence (C

3 - Critical (lost time injury/iliness, temporary disability,
considerable property damage)

Incident Probability (P

3-Occasional (possible once every 1 to 5 years)

2 - At least once per month

damage)

2 - Marginal (medical aid injury, minor iliness, minor property

2-Remote (possible once every 5 to 20 years)

1 - Less than once a month

1- Negligible (first aid, limited property damage)

1 — Improbable (not likely to occur)
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